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This Software License Agreement (“License Agreement”) is between you, the end-user (“ Customer”) and Nortel
Networks Corporation and its subsidiaries and affiliates (“Nortel Networks”). PLEASE READ THE FOLLOWING
CAREFULLY. YOU MUST ACCEPT THESE LICENSE TERMS IN ORDER TO DOWNLOAD AND/OR USE THE
SOFTWARE. USE OF THE SOFTWARE CONSTITUTES YOUR ACCEPTANCE OF THISLICENSE
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Customer shall not a) use, copy, modify, transfer or distribute the Software except as expressly authorized; b) reverse
assemble, reverse compile, reverse engineer or otherwise translate the Software; c) create derivative works or
modifications unless expressly authorized; or d) sublicense, rent or lease the Software. Licensors of intellectual property
to Nortel Networks are beneficiaries of this provision. Upon termination or breach of the license by Customer or in the
event designated hardware or CFE isno longer in use, Customer will promptly return the Software to Nortel Networks or
certify its destruction. Nortel Networks may audit by remote polling or other reasonable means to determine Customer’s
Software activation or usage levels. If suppliers of third party software included in Software require Nortel Networks to
include additional or different terms, Customer agrees to abide by such terms provided by Nortel Networks with respect
to such third party software.

2. Warranty. Except as may be otherwise expressy agreed to in writing between Nortel Networks and Customer,
Softwareis provided “AS IS’ without any warranties (conditions) of any kind. NORTEL NETWORKS DISCLAIMS
ALL WARRANTIES (CONDITIONS) FOR THE SOFTWARE, EITHER EXPRESS OR IMPLIED, INCLUDING,
BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE AND ANY WARRANTY OF NON-INFRINGEMENT. Nortel Networks is not obligated to
provide support of any kind for the Software. Some jurisdictions do not allow exclusion of implied warranties, and, in
such event, the above exclusions may not apply.
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3. Limitation of Remedies. IN NO EVENT SHALL NORTEL NETWORKSOR ITSAGENTS OR SUPPLIERS BE
LIABLE FOR ANY OF THE FOLLOWING: a) DAMAGES BASED ON ANY THIRD PARTY CLAIM; b) LOSS OF,
OR DAMAGE TO, CUSTOMER’' SRECORDS, FILES OR DATA; OR c) DIRECT, INDIRECT, SPECIAL,
INCIDENTAL, PUNITIVE, OR CONSEQUENTIAL DAMAGES (INCLUDING LOST PROFITS OR SAVINGS),
WHETHER IN CONTRACT, TORT OR OTHERWISE (INCLUDING NEGLIGENCE) ARISING OUT OF YOUR
USE OF THE SOFTWARE, EVEN IF NORTEL NETWORKS, ITSAGENTS OR SUPPLIERS HAVE BEEN
ADVISED OF THEIR POSSIBILITY. The forgoing limitations of remedies also apply to any developer and/or supplier
of the Software. Such developer and/or supplier is an intended beneficiary of this Section. Some jurisdictions do not
allow these limitations or exclusions and, in such event, they may not apply.

4, General

a.

If Customer is the United States Government, the following paragraph shall apply: All Nortel Networks
Software available under this License Agreement is commercial computer software and commercial computer
software documentation and, in the event Software is licensed for or on behalf of the United States
Government, the respective rights to the software and software documentation are governed by Nortel
Networks standard commercial license in accordance with U.S. Federal Regulations at 48 C.F.R. Sections
12.212 (for non-DoD entities) and 48 C.F.R. 227.7202 (for DoD entities).

Customer may terminate the license at any time. Nortel Networks may terminate the license if Customer fails
to comply with the terms and conditions of this license. In either event, upon termination, Customer must
either return the Software to Nortel Networks or certify its destruction.

Customer is responsible for payment of any taxes, including personal property taxes, resulting from
Customer’s use of the Software. Customer agrees to comply with all applicable laws including all applicable
export and import laws and regulations.

Neither party may bring an action, regardless of form, more than two years after the cause of the action arose.

The terms and conditions of this License Agreement form the complete and exclusive agreement between
Customer and Nortel Networks.

This License Agreement is governed by the laws of the country in which Customer acquires the Software. If
the Software is acquired in the United States, then this License Agreement is governed by the laws of the state
of New York.
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Preface

This guide helps you install, configure, and use the Nortel VPN Client (NVC) for
the Windows XP, Windows Vista and Windows 7 operating systems. Topics
include

» sartingNVC
» support for NVG

» Domain logon on Vista and Windows 7 using Pre-Logon Access Provider
(PLAP)

« Domain logon on XP using Two-step login

» creating profilesfor IPSec and SSL tunnels

» optional configuration settings

» using the client from a script or athird-party application

This guide isintended for network managers who are responsible for setting up
client software for the VPN Router. This guide assumes that you have the
following background

* experience with Windows operating systems or graphical user interfaces
(GUI)

o familiarity with network management

For more information about configuring and monitoring the VPN Router, see VPN
Router Configuration — Basic Features (NN46110-500).

Before you begin

The minimum PC requirements for running the NVC are

¢ Windows XP, Windows Vista or Windows 7
* 1 GHz 32-bit (x86) or 64-bit (x64) processor

Nortel VPN Client — Configuration



10 Preface

» 1 GB of system memory
e 40 GB hard drive with 15 GB of available space

Text conventions

This guide uses the following text conventions

angle brackets (< >)

Indicate that you choose the text to enter based on the
description inside the brackets. Do not type the
brackets when entering the command.

Example: If the command syntax is
pi ng <ip_address>, you enter
pi ng 192. 32.10. 12

bol d Courier text

Indicates command names and options and text that
you need to enter.

Example: Usetheshow heal t h command.
Example: Entert er mi nal pagi ng {off | on}.

braces ({})

Indicate required elementsin syntax descriptions
where there is more than one option. You must choose
only one of the options. Do not type the braces when
entering the command.

Example: If the command syntax is| dap- ser ver
source {external | internal},youmustenter
either | dap- server source external or

| dap- server source internal,butnotboth.

brackets ([ ])

Indicate optiona elements in syntax descriptions. Do
not type the brackets when entering the command.

Example: If the command syntax is
show ntp [associ ati ons], you can enter
either show ntp orshow ntp associ ati ons.

Example: If the command syntax isdef aul t rsvp
[t oken- bucket {depth | rate}], you can enter
default rsvp, default rsvp token-bucket
dept h, or default rsvp token-bucket rate.

NN46110-509 02.02
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dlipsispoints(. . .)

Indicate that you repeat the last element of the
command as needed.

Example: If the command syntax is

nore di skn: <directory>/ ...<file name>,
you enter nor e and the fully qualified name of the
file.

italic text

Indicates new terms, book titles, and variablesin
command syntax descriptions. Where avariableistwo
or more words, the words are connected by an
underscore.

Example: If the command syntax is
pi Ng <ip_address>, ip_address iSone variable
and you substitute one value for it.

plain Courier

Indicates system output, for example, prompts and

text system messages.
Example. File not found.
separator (>) Shows menu paths.

Example: Select Status > Health Check.

vertical line ()

Separates choices for command keywords and
arguments. Enter only one of the choices. Do not type
the vertical line when entering the command.

Example: If the command syntax is

term nal paging {off | on},you enter either
term nal paging off or term nal paging
on, but not both.

Acronyms and terms

This guide uses the following acronyms and terms

API Application Program Interface
BER basic encoding rules
CA Certification Authority

Certification path

Ordered sequence of certificates, leading from acertificate
whose public key is known by aclient to a certificate
whose public key isto be validated by the client

Nortel VPN Client — Configuration
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Credential Provider

A module plug-in that handles credential information and
communication with an external authentication provider

CRL

Certificate revocation list—Iist of revoked but unexpired
certificatesissued by a CA

Digital certificate

Digitally signed data structure defined in the X.509
standard that binds the identity of a certificate holder (or
subject) to a public key

DLL Dynamic Link Library

IKE Internet Key Exchange

ISAKMP Internet Security Association and Key Management
Protocol

LDAP Lightweight Directory Access Protocol

MSI Microsoft Windows Installer

NVC Nortel VPN client

NVG Nortel VPN Gateway

PLAP Pre-L.ogon Access Provider

Public Key Cryptography Standards

Collection of de facto standards produced by RSA

(PKCS) covering the use and manipulation of public-private keys
and certificates

PKCS #7 Cryptographic Message Standard (Reply with digital
certificate)

PKCS#10 Certification Request Syntax Standard

PKCS #12 Personal Information Exchange Syntax

PKI Public Key Infrastructure

TCP Transmission Control Protocol

X.509 Standard certificate format

NN46110-509 02.02
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Related publications

For more information about the VPN Router, see the following publications:

Release notes provide the latest information, including brief descriptions of
the new features, problems fixed in this release, and known problems and
workarounds.

Nortel VPN Router Configuration — Basic Features (NN46110-500)
introduces the product and provides information about initial setup and
configuration.

Nortel VPN Router Security — Servers, Authentication, and Certificates
(NN46110-600) providesinstructions for configuring authentication services
and digital certificates.

Nortel VPN Router Security — Firewalls, Filters, NAT, and QoS
(NN46110-601) providesinstructions for configuring the Stateful Firewall
and VPN Router interface and tunnel filters.

Nortel VPN Client — Installation and Upgrades (NN46110-412) provides
instructions for installing NV C and upgrading software from previous
versions.

Nortel VPN Router Configuration — Advanced Features (NN46110-502)
providesinstructions for configuring advanced LAN and WAN settings, PPP,
framerelay, PPPOE, ADSL and ATM, T1CSU/DSU, dial services and demand
services, DLSw, IPX, and SSL VPN.

Nortel VPN Router Configuration — Tunneling Protocols (NN46110-503)
provides configuration information for the tunneling protocols | Psec, L2TP,
PPTP, and L2F.

Nortel VPN Router Configuration — Routing (NN46110-504) provides
instructions for configuring BGP, RIP, OSPF, and VRRP, aswell as
instructions for configuring ECMP, routing policy services, and client address
redistribution (CAR).

Nortel VPN Router Configuration — Troubleshooting (NN46110-602)
provides information about system administrator tasks such as backup and
recovery, file management, and upgrading software, and instructions for
monitoring gateway status and performance. This book also provides
troubleshooting information and interoperability considerations.

Nortel VPN Router Using the Command Line Interface (NN46110-507)
provides syntax, descriptions, and examples for the commands that you can
use from the command line interface on the VPN Router.

Nortel VPN Client — Configuration
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* Nortel VPN Router Configuration — Tunnel Guard (NN46110-307) provides
information about configuring and using the Nortel Health Agent feature.

Hard-copy technical manuals

To print selected technical manuals and rel ease notes free, directly from the
Internet, go to www.nortel.com/documentation. Find the product for which you
need documentation, then locate the specific category and model or version for
your hardware or software product. Use Adobe Reader to open the manuals and
release notes, search for the sections you need, and print them on most standard
printers. For more information about a free copy of the Adobe Reader, go to the
Adobe Systems Web site: www.adobe.com.

How to get help
This section explains how to get help for Nortel products and services.

Finding the latest updates on the Nortel Web site

The content of this documentation was current at the time the product was
released. To check for updates to the latest documentation and software for VPN
Client, click one of the following links:

Link to Takes you directly to the

Latest software Nortel page for VPN Client software located at:

www130.nortelnetworks.com/cqi-bin/eserv/cs/
main.jsp?cscat=SOFTWARE&resetFilter=1&poid
=10621

Latest documentation Nortel page for VPN Client documentation
located at:

www130.nortelnetworks.com/cgi-bin/eserv/cs/
main.jsp?cscat=DOCUMENTATION&resetFilter=

1&poid=10621

NN46110-509 02.02
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Getting help from the Nortel Web site

The best way to get technical support for Nortel productsis from the Nortel
Technical Support Web site:

Www.hortel .com/support

This site provides quick access to software, documentation, bulletins, and tools to
address issues with Nortel products. From this site, you can

» download software, documentation, and product bulletins

» search the Technical Support Web site and the Nortel Knowledge Base for
answers to technical issues

» sign up for automatic notification of new software and documentation for
Nortel equipment

» open and manage technical support cases

Getting help over the phone from a Nortel Solutions Center

If you do not find the information you require on the Nortel Technical Support
Web site, and you have aNortel support contract, you can also get help over the
phone from a Nortel Solutions Center.

In North America, call 1-800-4NORTEL (1-800-466-7835).

Outside North America, go to the following Web site to obtain the phone number
for your region:

www.nhortel.com/callus

Getting help from a specialist by using an Express Routing
Code

To access some Nortel Technical Solutions Centers, you can use an Express
Routing Code (ERC) to quickly route your call to a specialist in your Nortel
product or service. To locate the ERC for your product or service, go to

www.nhortel .com/erc

Nortel VPN Client — Configuration


http://www.nortel.com/support
http://www.nortel.com/callus
http://www.nortel.com/erc

16 Preface

Getting help through a Nortel distributor or reseller

If you purchased a service contract for your Nortel product from a distributor or
authorized resdller, contact the technical support staff for that distributor or
reseller.

NN46110-509 02.02
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New in this release

The following sections details what’s new in Nortel VPN Client — Configuration
NN46110-509 02.02 for release 10.04.

* “Features’ on page 17

Features

Support

» Thisrelease provides support to the following editions of Windows XP,
Windows Vista and Windows 7 operating systems.

» Thisrelease provides support for NVG.

Table 1 Support

g;;?rtring Edition Single Processor |Dual Processor
32 bit 64 bit 32 bit 64 bit
Windows 7 Home Basic
¥ ¥ v v
Windows 7 Home
Premium v s v v
Windows 7 Professional
¥ ¥ v v
Windows 7 Enterprise
¥ ¥ v v
Windows 7 Ultimate
v ¥ v v

Nortel VPN Client — Configuration



18 New in this release

Table 1 Support

gg;tlr:ng Edition Single Processor |Dual Processor
Vista Home Basic

v ¥ v v
Vista Home

Premium v v v Y

Vista Business

¥ ¥ v v
Vista Enterprise

v ¥ v v
Vista Ultimate

¥ v v v
XP Home

¥ ¥ v v
XP Professional

¥ ¥ v v
XP Tablet

¥ v v v

For more information see, “Before you begin” on page 9
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Client logon

This chapter describes how you use the Nortel VPN Client (NVC) to launch a
VPN tunnel using the Windows XP, Windows Vista and Windows 7 operating

systems.

For information about how to install NV C and the Pre-L ogon Access Provider
(PLAP), and to customize installation, see Nortel VPN Client — Installation and

Upgrades (NN46110-412).

Table 2 “NVR and NV G support” on page 19 shows Nortel VPN Router (NVR)
and Nortel VPN Gateway(NV G) versions that support NVC.

Table 2 NVR and NVG support

Version NVR NVG
10.01 and|version 7.xx version 6.0.13 and higher
higher version 8.xx version 7.xx

version 8.xx

Nortel VPN Client — Configuration



20 Client logon

Table 3“NVC IPSec support” on page 20 shows options that are available for
IPSec cipher combinations.

Table 3 NVC IPSec support

Version

IPSec cipher combination

10.01 and
higher

ESP -256 AES with Shal
ESP -128 AES with Shal
ESP - Triple DES with SHA1
ESP - Triple DES with MD5
ESP - 56-BIT DES with SHA1
ESP - 56-BIT DES with MD5
ESP - 40-BIT DES with SHA1
ESP - 40-BIT DES with MD5
ESP - NULL with SHA1

ESP - NULL with MD5

Table 4 “NVC SSL support” on page 20 shows options that are available for SSL
cipher combinations.

Table 4 NVC SSL support

Version

SSL cipher combination

10.01 and
higher

(DHE_RSA_WITH_3DES_EDE_CBC_SHA, 0x16)
(RSA_WITH_3DES_EDE_CBC_SHA, 0x0a)
(RSA_WITH_RC4_128 SHA, 0x05)
(RSA_WITH_RC4_128_MDS5, 0x04)
(RSA_EXPORT1024 WITH_RC4_56_SHA, 0x64)
(RSA_EXPORT1024 WITH_DES_CBC_SHA, 0x62)
(RSA_EXPORT1024_WITH_RC4_56_MD5, 0x60)
(DHE_RSA_WITH_DES_CBC_SHA, 0x15)
(RSA_WITH_DES_CBC_SHA, 0x09)
(DHE_RSA_EXPORT_WITH_DES40_CBC_SHA, 0x14)
(RSA_EXPORT_WITH_DES40_CBC_SHA, 0x08)

NN46110-509 02.02




Client logon 21

This chapter includes the following topics:

“Starting aVPN tunnel” on page 21

“Logging on using the Pre-Logon Access Provider for Windows Vista and
Windows 7" on page 22

“Viewing the Nortel VPN Client Status monitor” on page 25

Starting a VPN tunnel

You start the VPN tunnel through alogon window. Before using NV C, you must
ensure you have administrator rightsto NV C to use the following functionalities

creating global profiles

editing, cloning and deleting options for global profiles

clearing logs

modifying log level settings

Manage Option settings

— Enable Certificate Revocation List validation for server certificate
— Display the warning message if the VPN tunnel is still up

— Disconnect active VPN tunnel

To use the previous functionalities, right-click the NV C.exe short cut on your
desktop, and click Run as Administrator.

Start the NV C by performing the following procedure:

1

From Windows, choose Start, All Programs, Nortel, Nortel VPN Client,
Nortel VPN Client.

The Connection window appears.
Select a connection from the VPN Connection list or if thisyour first logon,

you must create a profile. For more information about creating a profile, see
“Client profile configuration” on page 29.

Enter auser name and password in the User name and Passwor d fields.

Click Connect. A status dialog box appears showing the connection status.

Nortel VPN Client — Configuration



22 Client logon

After the tunnel is up, a security banner can appear depending on the NVR or
NVG setting. If the security banner appears, click Accept. The VPN tunnel
becomes fully functional. You must accept or the tunnel is taken down. Once
the tunnel isfully up, atray icon appears in the system tray.

Right-click thisicon to open up an abbreviated menu. The menu lists the
following options:

e Status— opensthe Status window.
* View Log —opensthe Log Viewer window.
*  View Banner — opens the banner message for the current VPN connection.

»  Configurations— opens the NV C M anage Pr ofiles window. You can manage
profiles and options.

» Help—opensthe full Help menu for the NV C.

» About Nortel VPN Client— opens an About window showing NV C version
information.

e Disconnect VPN —disconnects the VPN with a confirmation.

Logging on using the Pre-Logon Access Provider for
Windows Vista and Windows 7

This release provides the Pre-Logon Access Provider (PLAP). A PLAPisa
special type of credential provider that allows you to make a network connection
before logging on to your PC.

You cannot use the Prelogon Access Provider (PLAP) functionality in conjunction
with digital certificate authentication. PLAP doesn't support certificate
authentication. When you attempt to make a connection, the error message Failed
to connect to following reason: Authentication failure appears.

To ensure security, PLAP does not support PreLaunch and PostLaunch
applications and users cannot configure profiles or other NV C settings from
PLAP.

NN46110-509 02.02



Client logon 23

You must select Global Profile when configuring an IPSec or SSL profile to
enable PLAP. For more information on configuring profiles, see “Creating an
IPSec profile using Manage Profiles’ on page 33 and “Creating a SSL profile
using Manage Profiles’ on page 40.

Log on the NV C with PLAP by performing the following procedure:

1 Logontoyour PC by pressing Ctrl+Alt+Del toinitiate the logon process. A

logon window appears.

The Ctrl+Alt+Del keystroke sequenceis called a Secure Attention Sequence
(SAS). An administrator can enable or disable the SAS.

Click Switch User to return to the main logon window.

Click the PLAP iconin the lower right-hand corner of the Nortel VPN Client
window. One of the following windows appears:

a If atunnél is not connected, the Establish a VPN Connection window
appears. Go to step 4.

b If atunnel isconnected, the VPN Tunnel is up already window appears.
Goto step 5.

If thereis not an established tunnel, you are then at the Establish a VPN
Connection window, perform the following:

a Click the submit button (arrow) following Establish a VPN Connection.
Thewindow displaysthe messageNvC is starting up, please
wait. This may take a few minutes thenchangestoNvcGUT is
still running. Waiting for it to finish up.The
Connection window appears.

Thefirst time that you are attempting to launch NV C after arestart you
can experience a 20 second or less delay in launching. But you can wait
up until 3 minutes. If the NV C PLAP does not connect before 3 minutes, a
message stating NvcGui didn't respond. Please try again
later appears. You are then returned to the Establish a VPN Connection
window.

Subsequent successful connections reduce the wait time after each
attempt when establishing a connection.

b Select apreconfigured global profile from the VPN Connection list.
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¢ Typeapasswordinthe Password field if it is not saved, and then click

5

Connect. The Connect status dialog window appears. The message vPN
Tunnel has been established by NVC appearson the window and
then the main logon window appears.

To ensure security, you cannot change the profile, make configurations, or
other changes in the pre-logon stage.

Log on to your PC.

You can click Disconnect beside the PLAP icon to disconnect the VPN
connection as well as all other connections brought up by PLAP,

If thereis an established tunnel and you are at the VPN Tunnel isup already

window, perform the following:

a Click the submit button (arrow) following VPN Tunnel is up already.

The main logon window appears.
Log on to your PC.

You can click Disconnect beside the PLAP icon to disconnect the VPN
connection as well as al other connections brought up by PLAP.

Domain logon on XP using Two-step login

NV C provides PLAP feature for domain logon on Vista and Windows 7 operating
systems. On XP, domain logon can be achieved through " Two-Step logon™ which
is explained below:

A W DN P

62

User logs on to the machine using local account
Launch NV C in administrator mode
Go to Edit the Profile dialog and click on Manage Options diaog.

To set the log-off behavior, check the tab Display the war ning messageif the
VPN tunnel isstill up

Bring up tunnel

Manually log-off operating system. Tunnel will be maintained by NVC
service component.
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7 User logs back in using adomain account. Thistime, the logon authentication
will be done through the tunnel with the Active Directory on the domain

Viewing the Nortel VPN Client Status monitor

The Nortel VPN Client Status monitor shows information regarding the current
configuration status such as security, destination | P address, connection statistics
and Keepalive parameters. Also on the window are buttons that enable you to
configure and monitor the NV C.

To use the Nortel VPN Client Status monitor, perform the following:

1 Log ontothe NVC. For more information on logons, see “ Starting a VPN
tunnel” on page 21.

2 After you successfully connect to a PC over aVPN tunnel, atray icon appears
in the system tray. Clicking on the icon opens the Nortel VPN Client Status
window.

3 View thefollowing configuration status information on the left of the window
as shown in or click on the following buttons to configure or view further
information on the NV C:

Close — closes the status window.
Disconnect — disconnects the VPN with a confirmation.

Configuration — opens the Nortel Client Manage Profiles window. You
can manage profiles and options.

View Banner — opens the banner message for the current VPN
connection.

View Log — opensthe Log Viewer window.
Help— opens the Help window.

About — opens an About window showing Nortel VPN Client version
information.
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Table 5 Configuration status information” on page 26 lists descriptions of the

NV C connection types.

Table 5 Configuration status information

Connection information

Description

Duration Shows the current connected time for the tunnel

Security Shows the type of security used for this tunnel

IKE Shows the type of Diffie-Hellman cipher. Not available for SSL.

Compression Shows the type of compression used for this tunnel

Destination |P Address Shows the IP address of the server connecting with the NVC

Destination Port Shows the connected port number. Not available for IPSec

Assigned IP Address Shows the IP address assigned for this tunnel

IPSec NAT Transversal Shows the port number of an active IPSec transmission. Not
available for SSL

Logging Level Shows the type of logging level. For more information on
logging levels, see” Setting NV C management options’ on
page 50

Mobility Shows the type of Mobility enabled for this tunnel

Persistence Shows if persistent connection is enabled. Not available for

SSL.

FIPS 140-2 mode

Shows the type of FIPS 140-2 encryption used for this tunnel.
Not available for SSL.

Transport Shows the type of transport used for this tunnel.

Bytesin Shows the number of bytesingoing to the NV C and outgoing
Bytes out fromthe NVC

Framesin Shows the number of frames ingoing to the NV C and outgoing
Frames out from the NVC. Not available for SSL.

Encryption Shows the number of errors occurring during encryption or
Decryption decryption

Intervals Intervals is the number of milliseconds of wait time before

Maximum retransmissions

sending keepalive packets
Retransmissionsis the time in milliseconds between

retransmisssions of keepalives after the Keepalive wait time
expires

Always on Top

Click to keep the status monitor on top of your other programs

Details

Click to showing connection statistic details
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Second instance of NVC GUI

When you launch a second instance of the NV C GUI, a status dialog box appears
indicating that an active tunnel is already present on the PC.
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Client profile configuration

This chapter provides information about how to configure |Psec and SSL profiles
using the Set Up Wizard or with the Manage Profiles dialog box.

For information about how to install the NV C and the Pre-Logon Access Provider
(PLAP), and to customize installation, see Nortel VPN Client — Installation and
Upgrades (NN46110-412).

For information about how to configure split tunneling, mobility and persistence
for use with the NV C, see Nortel VPN Router Configuration — Basic Features
(NN46110-500).

For information about how to configure the NV C to co-exist with Microsoft | Psec
Policy Service, see Nortel VPN Router — Tunneling Protocols (NN46110-503).

This chapter includes the following topics:

» “Creating an IPSec profile using the Set Up Wizard” on page 30
» “Creating an |PSec profile using Manage Profiles’ on page 33

» “Creating a SSL profile using the Set Up Wizard” on page 37

» “Creating a SSL profile using Manage Profiles’ on page 40

» “Creating a cloned profile” on page 42

» “Editing aprofile” on page 42
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Creating an

Use

IPSec profile using the Set Up Wizard

the Set Up Wizard to quickly create a standard profile on the Client.

Create aprofile datafile or user configuration file or machine configuration data
using the Set Up Wizard, by performing the following procedure:

1

Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

From the left pane, click Profile Wizard.

The Nortel VPN Client Profile Wizard window appears.

Type in a profile name into the Profile Name box. You can also enter a
description of the profile.

Click Global Profile if you want this profile to be viewed by all users on the
operating system. You must select Global Profileto configure PLAP. Click
Next.

Click IPSec Tunnel as a connection type for this profile. Click Next.

Typein an | P address or DNSfor the VPN into the Destination box. Click
Next.

Select one of the following Authentication types, and then click Next:
a Usernameand Password. Go to step 8.
b Hardwareor Software Token Card. Goto step 9.

¢ Digital Certificate and Smartcard. Before using this option, you must
import a certificate into the Microsoft Certificate Store. See “Importing
and obtaining digital certificates’ on page 52. Go to step 10.

If you have selected Username and Passwor d, perform the following:

a Typethe username and password as assigned to you by the network
administrator into the User name and Passwor d boxes. Click Next.

b Click Noif you do not have agroup ID and group password. Click Yesif
you do, and then type the group ID and group password as assigned to
you by the network administrator into the Group ID and Group
Passwor d boxes. Click Next. Go to step 11.
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The NV C does not share the group password between local computer
accounts. If you log on to the local computer by using a different user
account than the one you use to create the NV C profile, you must reenter
the group password. For example, you log on to the local computer as the
administrator, create the client profile, and log off. If you then log on to
the local computer with a different user account, you must reenter the
group password in the client profile. You must reenter the password
regardless of how you install the Nortel VPN. Reenter the password by
clicking the Edit the Profile, Manage Profiles, <pr ofile name>1 PSec,
General tab.

9 If you have selected Hardware or Software Token Card, perform the
following:

a

Select one of the following tokens, and then click Next:

— Challenge Response Token Card

— Response Only Token Card. Click Use Passcode if you are using a
passcode.

— Response Only Software Token
Type the user and token group ID, and token group password as assigned

to you by the network administrator into the User 1D, Token Group ID
and Token Group Password boxes. Click Next. Go to step 11.

10 If you have selected Digital Certificate and Smartcard, perform the
following:

a

If you want to allow the NV C to select a certificate, click Automatically
select avalid certificate. Click Next.

If you want to manually select a certificate, select Please select a
certificate from the Microsoft Certificate Store below to enable the
Microsoft Certificate Store list. Highlight a certificate from the list. Click
Next.

11 Click Noif you do not want to dial first, and then click Next. Click Yesif you
want to make a dial-up connection first. Selecting Yes opens the following
section.

a

Select adial-up from an existing connection from the list or click Create
a new Dial-up entry. The Set up anew dial-up connection dialog box

appears.
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b Click the Dialing Ruleslink. The Location Information dialog box
appears. Enter the telephone information pertaining to your geographic
area. Click OK to close.

c Typethetelephone number that the NV C usesto dial up the server into
the Telephone number box.

d Typeaname that identifies the connection into the Destination box.

e If you are using asmart card, click Usea Smart Card. Click Createif
you do not want others to use this connection.

f If youwant al users who are using this PC to use this connection, click
Allow other peopleto usethis connection.

g Click Next. The Type your user name and password section appears.
h  Typeyour user nameinto the User name box.

i Typeapassword into the Passwor d box. You can aso select Show
character s to show the password in the box and Remember this
password to save the password without having to reenter it again.

j  You can optionally type a domain name into the Domain box.
k Click Create to configure the new dial-up settings. Click Next.

12 Click Noif you do not want to launch an application or Yesif you want to
launch an application before or after your VPN connection is established.
Selecting Yes opens Before and After connection sections.

a Ineither the Before connection or After connection section, select the
application you want to launch by clicking the sear ch button beside the
Application box. A Windows box opens from your PC. Search for and
click the application executive file to enter it into the Application box.

b  Typethe command line of the application into the Command line box.

¢ For an application that you are starting before a connection, set a tunnel
delay start up time by typing between 10 and 120 (seconds) into the
Tunnel Startup Delay box. Click Next.

13 Select whether you will define or not define a failover profile. If you click |
will define a failover profile, alist of previously configured profiles appears.
Select aprofile from thislist, and then click Next.

14 Select one of the following Keepalive types then click Next:
* No Keepalives —disables the Keepalives.
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* Active Keepalives (Dead peer detection) —determinesif atunnel
connection is available.

» Passive Keepalives (No Dead peer detection) — maintains state
information in the local internet access device.

15 Click Finish to complete the creation of the profile.

Creating an IPSec profile using Manage Profiles

Create an 1PSec profile, by performing the following procedure:

1

Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

From the left pane, click Edit the Profile.

The Manage Profiles window appears showing the General tab.

Click New located over the tabs. Theinformation boxes clear to enable you to
create anew profile.

From the General tab, choose | PSec Tunnel as a connection type for this
profile from the Tunnel Typelist.

Typein aprofile name into the Profile box. You can optionally enter a
description of the profile.

Click Global Profile if you want this profile to be viewed by all users on the
operating system. You must select Global Profile to configure PLAP.

Type a profile name into the Profile box. You can optionally enter a
description of the profile into the Description box.

Type an |P address or DNS for the VPN into the Destination box.
Select one of the following Authentication types:

e Username and Password
e Certificate Authentication
» Group Security Authentication

10 If you choose Username and Password perform the following:
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a

c

By default Username and Password is already selected. Typethe
username assigned to you by the network administrator into the
Username box.

Type the password assigned to you by the network administrator into the
Password box.

Click Save Password to save the password.

11 If you choose Certificate Authentication perform the following:

a
b

g

Click Certificate Authentication to enable the certificate selection.

Click Select. The Select a certificate window appears. Choose either step
cor step d.

If you want to allow the NV C to select a certificate, click Automatically
select avalid certificate.

If you want to manually select a certificate, select Please select a
certificate from the Microsoft Certificate Store below to enable the
Microsoft Certificate Store list. Highlight a certificate from the list.

Click OK to close the window.

If you want to associate an alternate name with this certificate, select a
name from the Alt Name list. The default is None.

Click Saveto save the new profile.

12 If you choose Group Security Authentication perform the following:

a

Click Group Security Authentication to enable the group security
authentication.

Select a group authentication type from the list.

— Radius Authentication

— Challenge Response Token

— Response Only Hardwar e Token
— Response Only Software Token
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The fields in Authentication Information area change according to the
type selected. When choosing an authentication type, see Table 6 “1PSec
authentication information requirements’ on page 35 for the required
authentication information.

Table 6 IPSec authentication information requirements

Authentication type Authentication information

Certificate Certificate (nonmodifiable)

Radius Authentication Username: type the username supplied by your
administrator.
Passwor d: type the password supplied by your
administrator.

Save Passwor d: click to save the password.
Group |D: type the group identification supplied by your
administrator.

Group Passwor d: type the group password supplied by
your administrator.

Challenge Response Token Username: type the username supplied by your
administrator.

Passwor d: type the password supplied by your
administrator.

Save Passwor d: click to save the password.
Group |D: type the group identification supplied by your
administrator.

Group Passwor d: type the group password supplied by
your administrator.
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Table 6 IPSec authentication information requirements

Authentication type Authentication information
Response Only Hardware Token Username: type the username supplied by your
administrator.

PIN: type the PIN supplied by your administrator.
Save PIN: click to save the PIN.

Group |D: type the group identification supplied by your
administrator.

Group Passwor d: type the group password supplied by
your administrator.

Use Passcode: click to enable a passcode.

Response Only Software Token Username: type the username supplied by your
administrator.

PIN: type the PIN supplied by your administrator.
Save PIN: click to save the PIN.

Group | D: type the group identification supplied by your
administrator.

Group Passwor d: type the group password supplied by
your administrator.

The NV C does not share the group password between local computer
accounts. If you log on to the local computer by using a different user account
than the one you use to create the NV C profile, you must reenter the group
password. For example, you log on to the local computer as the administrator,
create the client profile, and log off. If you then log on to the local computer
with adifferent user account, you must reenter the group password in the
client profile. You must reenter the password regardless of how you install the
Nortel VPN.

13 Click Save to save the configuration.
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Creating a SSL profile using the Set Up Wizard

Use the Set Up Wizard to quickly create a secure profile on the NVC.

Create a profile using the Set Up Wizard, by performing the following procedure:

1

Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

From the left pane, click Profile Wizard.

The Nortel VPN Client Profile Wizard window appears.

Type in aprofile name into the Profile Name box. You can optionally enter a
description of the profile.

Click Global Profileif you want this profile to be viewed by al users on the
operating system. You must select Global Profile to configure PLAP. Click
Next.

Click SSL Tunnel as a connection type for this profile. Click Next.

Typein an |P address or DNS name for the VPN into the Destination box.
Type in the port number assigned to you by your administrator into the Port
box. Click Next.

Select one of the following:

a Click Use certificate to authenticate to enable the certificate selection.
Click Next.

b Click Use predefined Login Serviceto authenticateto enable
Predefined Login Service configuration. Click Next.

Select one of the following Proxy settings:

a Click Don’t Useproxy if you don’t want to apply proxy settings. Thisthe
default setting.

b Click Use default browser’s proxy settingsif you want to use your
browser proxy settings.

¢ Click Use defined proxy settings when you want to configure your own.
Clicking enables the field information.
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9

10

11

d Typean IPaddressor DNSinto the Proxy address box.

e Typethe port number supplied by your administrator into the Port box.
Click Next.

To exclude the | P address from being used on the proxy server, typethe P
addresses into the box. Be sure to separate the addresses from each other
using semicolons.

If you selected Use certificate to authenticate from step 7, perform the
following:

a |If youwant to allow the NV C to select a certificate, click Automatically
select a valid certificate. Click Next.

b If youwant to manually select a certificate, select Please select a
certificate from the Microsoft Certificate Store below to enable the
Microsoft Certificate Store list. Highlight a certificate from the list, Click
Next and then go to step 12.

If you selected Use predefined L ogin Serviceto authenticate from step 7,
perform the following,

a Select anamefor the service from the L ogin Service Namelist.

b Click Response Only Software Token if you want to enable this token.
Click Next.

¢ Typethe username as assigned to you by the network administrator into
the Username box. Click Next.

Click Noif you do not want to dial first then click Next. Click Yesif you want
to make a dial-up connection first. Selecting Yes opens the following section.

a Select an existing dial-up connection from thelist or click Create a new
Dial-up entry. The Set up anew dial-up connection dialog box appears.

b Click the Dialing Ruleslink. The Location Information dialog box
appears. Enter the telephone information pertaining to your geographic
area. Click OK to close.

¢ Typethetelephone number that the NV C usesto dial up the server into
the Telephone number box.

d Typeaname that identifies the connection into the Destination box.

e |If youareusing asmart card, click Usea Smart Card. Click Create if
you do not want others to use this connection.
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12

13

j
k

If you want all users who are using this PC to use this connection, click
Allow other peopleto use this connection.

Click Next. The Type your user name and password section appears.
Type your user name into the User name box.

Type a password into the Passwor d box. You can also select Show
char acter s to show the password in the box.

You can optionally type adomain name into the Domain box.

Click Createto configure the new dialup settings. Click Next.

Click No if you do not want to launch an application or Yesif you want to
launch an application before or after your VPN connection is established.
Selecting Yes opens Before and After connection sections.

a

In either the Befor e connection or After connection section, select the
application you want to launch by clicking the search button beside the
Application box. A Windows box opens from your PC. Search for and
click the application executive file to enter it into the Application box.

Type the command line of the application into the Command line box.

For an application that you are starting before a connection, set atunnel
delay start up time by typing between 10 and 120 (seconds) into the
Tunnel Startup Delay box. Click Next.

Select whether you will define or not define afailover profile. If you click |
will define afailover profile, alist of previously configured profiles appears.
Select aprofile from thislist and then click Next.

14 Click Finish to complete the creation of the profile.
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Creating a SSL profile using Manage Profiles

Createa SSL VPN when you are managing the security of message transmissions.

Create a SSL profile, by performing the following procedure:

1

10

11

Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

From the left pane, click Edit the Profile.

The Manage Profiles window appears showing the General tab.

Click New located over the tabs. Theinformation boxes clear to enable you to
create anew profile.

From the General tab, choose SSL Tunnel from the Tunnel Typelist asa
connection type for this profile.

Type aprofile name into the Profile box. You can optionally enter a
description of the profile into the Description box.

Click the Global Profile if you want this profile to be viewed by all users on
the operating system. You must select Global Profile to configure PLAP.

Type an IP address or DNS for the VPN into the Destination box.

Type in the port number assigned to you by your Administrator into the Port
box.

Click Certificate Authentication to enable the certificate selection.

Click Select. The Select a certificate window appears. Choose either step aor

step b.

a |If youwant to allow the NV C to select a certificate, click Automatically
select a valid certificate.

b If you want to manually select a certificate, click Please select a
certificate from the Microsoft Certificate Store below to enable the
Microsoft Certificate Store list. Highlight a certificate from the list.

Click OK to close the window.
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12

13

14

15

16

17

If you want to associate an alternate name with this certificate, select aname
from the Alt Name list. The default is None.

Click Predefined L ogin Service to enable Predefined Login Service
configuration.

Choose anamefor the service from the L ogin Service Name list. See Table 7
“SSL authentication information requirements’ on page 41 for authentication
information.

Type the username into the User name box.

Click Response Only Software Token if you want to enable this token. Type
the PIN number into the PIN box.

Click Save to save the configuration.

The fields you select in the Predefined Login Service depend upon the type of
Login service that you are using. When choosing an authentication type, see
Table 7 “ SSL authentication information requirements’ on page 41 for the
required authentication information.

Table 7 SSL authentication information requirements

Authentication type Authentication information

Certificate Certificate (nonmodifiable)

Login service (second passwordis | Username: type the username supplied by your
not required) administrator.

Password: type the password supplied by your
administrator.

PIN: if you are using a Response Only Software token, type
the PIN supplied by your administrator.

Login service (second passwordis | Username: type the username supplied by your
required) administrator.

Password: type the password supplied by your
administrator.

PIN: if you are using a Response Only Software token, type
the PIN supplied by your administrator.

Second Passwor d: type the password supplied by your
administrator.
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Creating a cloned profile

You can copy apreviously configured profile and then edit the information to save

you

time from completing all the configuration steps.

Create a cloned profile, by performing the following procedure:

1

Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

From the left pane, click Edit the Profile.

The Manage Profiles window appears showing the General tab.

Under the Profile Name found in the profile list at the top of the window,
highlight the profile you want to clone.

Click Clone. The Clone a profile window appears. Typein a profile name and
then click OK.

Highlight the cloned profile from the profile list and then click Edit. Edit the
information as desired.

Click Save to save the configuration.

Editing a profile

Once you have a profile completed you may want to add new features to your
profile, such as launching an application, or change some feature already
configured, such as removing a Failover. Use the edit function to make and then
enable these changes.

Edit a profile, by performing the following procedure:

1

2

Select Start, All programs, Nortel, Nortel VPN Client, Nortel VPN Client.

The Nortel VPN Client window appears.

From the left pane, click Edit the Profile.
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The Manage Profiles window appears showing the General tab.

Under the Profile Name found in the profile list at the top of the window,
highlight the profile you want to edit.

Click Edit. The profile information appears under the General tab.

Once you have edited the profile, be sure to click Save to save the
configuration.
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Client operations configuration

This chapter provides information about how to configure various Nortel VPN
Client (NVC) operations such as configuring proxies, launching applications,
managing options, importing certificates, and using the third-party API.

This chapter includes the following topics:

o “Configuring proxy settings’ on page 46

» “Launching an application” on page 47

e “Configuring dial-up” on page 48

» “Setting Keepalives’ on page 49

e “Setting a Failover” on page 49

e “Setting NV C management options’ on page 50

*  “Viewinglog files’ on page 51

e “SSL tunnel with RSA hardware token” on page 52
» “Importing and obtaining digital certificates’ on page 52
e “Viewing banners’ on page 56

e “Using the third-party API” on page 57
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Configuring proxy settings

Using a proxy server adds security to the NV C, protecting it from unwanted
access to the tunnel. You can configure the NV C to not use a proxy, use default
settings, or create your own proxy.

Configure proxy settings for a profile, by performing the following procedure:
1 From aprofile you are editing or when creating a new profile, choose Proxy

Settings tab. The proxy setting information appears.

2 Click Don’t Use proxy if you do not want to apply proxy settings. Thisthe
default setting.

3 Click Use default browser’s proxy settingsif you want to use your browser
proxy settings.

4  Click Use defined proxy settings when you want to configure your own.
Clicking enables the field information.

Note: NVC collects proxy information from Internet Explorer browser only. Based on the |IE
browser settings, NV C retrieves proxy information through the following methods:

a. Automatically detects proxy using Web Proxy Autodiscovery Protocol
(WPAD).

b. Automatically detects proxy using Proxy Auto Configuration (PAC) file
specified in the browser.

c. Retrieves the manually configured proxy information in the browser.

Type an |P address into the Proxy address box.
Type a port number into the Port box.

To exclude | P addresses from being used on the proxy server, type the IP
addresses into the box. Be sure to separate the addresses from each other
using semicolons.

7 Click Save to save the proxy settings.
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Launching an application

You can automatically launch athird party application immediately before or after
connecting the NV C.

Launching an application before connecting the NVC

Launch an application before connecting the client, by performing the following
procedure:

1

From a profile you are editing or when creating a new profile, choose the
Application Launch tab. The application launch information appears.

In the Befor e connection section, select the application you want to launch by
clicking the sear ch button beside the Application box. A Windows box
appears from your PC. Search for and click the application executive file to
enter it into the Application box.

Type the command line of the application into the Command line box.

Set atunnel delay start up time by typing between 10 and 120 (seconds) into
the Tunnel Startup Delay box.

Click Save to save the configuration.

Launching an application after connecting the NVC

Launch an application after connecting the client, by performing the following
procedure:

1

From a profile you are editing or when creating a new profile, choose the
Application Launch tab. The application launch information appears.

In the After connection section, select the application you want to launch by
clicking the sear ch button beside the Application box. A Windows box
appears from your PC. Search for and click the application executive file to
enter it into the Application box.

Type the command line of the application into the Command line box.

Click Save to save the configuration.
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Configuring dial-up

You can program the NV C to automatically use a dial-up connection when
connecting the VPN tunnel to a server. You can create a new dial-up, aswell as
edit or delete an existing number from the Dialup menu.

Create adialup, by performing the following procedure:

1

10
11

12
13
14
15

From a profile you are editing or when creating a new profile, choose the
Advanced tab. The dia up information appears.

In the Dialup section, click on the configuration button beside the Dialup list
box. A menu appears.

Choose New from the menu. The Set up a new dial-up connection dialog box
appears.

Click Dialing Rules. The Location Information dialog box appears. Enter the
telephone information pertaining to your geographic area. Click OK to close.

Type the telephone number that the NV C usesto dial-up the server into the
Telephone number box.

Type a name that identifies the connection into the Destination box.
If you are using a smart card, click Use a Smart Card.

If youwant all userswho are using this PC to use this connection, click Allow
other peopleto usethis connection.

Click Next. The Type your user name and password section appears.
Type your user name into the User name box.

Type apassword into the Passwor d box. You can also select Show
char acter sto show the password in the box and Remember thispassword to
save the password without having to reenter it again.

Click Save password to keep this password.
You can optionally type a domain name into the Domain box.
Click Create to configure the new dial-up settings.

Click Save to save the configuration.
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Setting Keepalives

You set Keepalives to determine if atunnel connection is available. Because of an
issue with Microsoft Windows Vistafirewall, for release 10.01 and higher, passive
Keepalives for al three Keepalives profiles are sent every 15 seconds from the
NV C to prevent the tunnel from being brought down by the Windows operating
system.

Set the Keepalive by performing the following procedure:
1 From aprofile you are editing or when creating a new profile, choose the

Advanced tab. The Keepalive information appears.

2 From the Keepalive option section, select one of the following Keepalive
options to apply to the profile:

* No Keepalives—disables the Keepalives.

* Active Keepalives (Dead peer detection) —determinesif atunnel
connection is available.

» Passive Keepalives (No Dead peer detection) —maintains state
information in the local internet access device.

3 Click Saveto save the configuration.

Setting a Failover

When the Server specified in a profile cannot be reached due to various reasons.
You can define afailure profile for that profile so that the client will try the
failover profile whenever such a situation arises.

Set the Failover by performing the following procedure:
1 From aprofileyou are editing or when creating a new profile, choose the

Advanced tab. The failover information appears.

2 FromtheFailover section, select an existing profile from thelist to use asthe
Failover.

3 Click Saveto save the configuration.
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Setting NVC management options

Use the management options when setting the level of information for log files or
to program responses to VPN disconnections.

Set NV C options by performing the following procedure:

1 Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

2 Fromtheleft pane, click Edit the Profile.
The Manage Profiles window appears showing the General tab.

3 From the left pane, click Manage Options.
The Manage Options window appears.

4 Choose from the following list of options, and then click the box to enable the
option:

» Disconnect dialup connection when VPN is disconnected —the NVC
disconnects the dial-up connection when the VPN is disconnected. By
default, the dial-up connection is | eft on.

» Enable Certificate Revocation List validation for server certificate —
checksfor certificates that have been revoked or are no longer valid.

*  Send unencrypted packets to debugger —when enabled, unencrypted
packets are sent to system debugger in hex format. The user can use
DbgView or other tools to catch and display them. By default, this option
isturned off.

*  When| Log off from Windows — enabled by default, the Display the
warning message if the VPN tunnél is still up warning message allows
you the ability to log off while keeping an active connection. Selecting
Disconnect active VPN tunnel removes the warning message and
disconnects the tunnel when you log off of Windows.

* Logging Level —select alevel to view when using the Log Viewer.
Default level is Informational .
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Usethe information in Table 8 “Logging levels” on page 51 when choosing a
logging level .

Table 8 Logging levels

Logging level Description

Debug Shows detailed information to help you to debug a problem. Also
logs positive events that mark successful milestones.

Information Shows general type (high level) of information. Logs important
and successful milestones of application execution, regardless of
whether the application is working properly or not.

Warning Shows a possible problem has occurred or can occur, but the
application still functions correctly. However, it cannot continue
to work properly.

Error Showsthat unexpected processing has happened. The application
cannot perform atask as expected. However, the application is
still up and running.

Fatal Shows unhandled exceptions where the application has stopped
working.
Disabled Thelogging level is disabled. No logs are generated.

5 Click Apply to save the option.

Viewing log files

Uselog files generated by the NV C when determining problems or monitoring the
health of a connection. To set the level of alog, go to “ Setting NV C management
options’ on page 50.

View alog file by performing the following procedure:

1 Choose Start, All programs, Nortel, Nortel VPN Client, Nortel VPN
Client.

The Nortel VPN Client window appears.

2 Fromtheleft pane, click View L ogs. The Log information window opens.

3 If you want to export alog, click Export and then select afolder to save the
file.
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4 Click Clear to clear thelog or Refresh to update the current log.

SSL tunnel with RSA hardware token

You can bring up the SSL tunnel using RSA hardware token as the authentication
mechanism.

Perform the following procedure to bring up the SSL tunnel with RSA hardware
token.

Launch NVC.

Click Edit the Prdfile.

Create SSL profile with authentication type Predefined L ogin service.
Name the SSL profile asss_rsa_hw_token.

Inthe I P Addressfield, specify the server | P address.

Click Refresh and select L ogin service corresponding to RSA authentication.
Type the username.

Click Saveto savethe profile.

Close the Edit the Profile window.

© 00 N O O b~ W N PP

10 Select the profile sd rsa hw token from the main window.
11 Type the passcode in the password field.
12 Click Connect.

Note: To get the passcode, append the token number to the pin. For example, if pinis 1234 and
token is 55667788, then passcode is 123455667788.

Importing and obtaining digital certificates

The NV C supports retrieval of X.509v3 certificates from Microsoft Certificate
storage through the Microsoft CryptoAPI (MS CAPI). Microsoft provides a
Public Key Infrastructure (PKI) that adheres to the Public-Key Cryptography
Standards (PKCS).
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You need to import certificates into Personal store of your account. NV C lists all
the certificates installed in the Personal store so that you can select a specified
certificate while creating a profile.

NV C interacts only with Microsoft certificate store. The smart card vendor
software copies certificates available in smart card to the Microsoft certificate
store. Once the certificates are copied to Microsoft cerificate store, NV C retrieves
those certificates using Microsoft CryptoAPI (MS CAPI).

Server certificate validation at client machine

As part of SSL handshake between client and VPN server, VPN server sends a
digital certificate to client machine. NV C validates this server certificate received
at client machine. In order to validate the server certificate, NV C requires CA
certificate of the server certificate under Trusted Root Certification Authority of
your account. Windows operating system comes with al well known CA
certificatesin its MS-CAPI store.

If you try to bring up SSL tunnel through PLAP, CA certificate of server
certificate must be available under Trusted Root Certification Authority of
computer account.You can create certificate requests with tools that a
Certification Authority (CA) supports and are integrated with MS CAPI.

If server certificate isinvolved in bringing up 1PSec tunnels, you need to import
CA certificate of server certificate under Trusted Root Certification Authority of
your account. If you are trying to bring up tunnel through PLAP, CA certificate of
certificate must be available under the Trusted Root Certification Authority of
computer account.

Importing a CA certificate

You can import a CA certificate by performing the following procedure:

Choose Start, Run.
Type mmc.exe.
PressENTER.

Choose Add/Remove Snap-in from the File menu.

A W DN P
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The Add/Remove Snap-in window opens.
5 Click Add.
The Add Standal one Snap-in window appears.

6 Select Certificates.
7 Click Add.

The Certificates Snap-in window appears.

8 Sedlect My user account or Computer account.

9 Click Finish.

10 Closethe Add Standalone Snap-in window.

11 Click OK to close the Add/Remove Snap-in window.

12 Inthe Console Root window, right click on Trusted Root Certification
Authorities.

13 Select All Task, Import.

Revocating and validating a server certificate

In the Manage options window, if the Enable Certificate Revocation List
Validation for server certificate option is checked, then the NV C verifiesthe
server certificate revocation status. Check the CRL database of the certificate
authority to perform the server certificate verification. The locations of CRL
database are available in the CRL Distribution points field of the certificate.

CRL distribution points must be reachable to the client machine before bringing
up the SSL tunnel. You cannot bring up the SSL tunnel if CRL link isinaccessible
or server certificate is revoked.

On the other hand, to bring up the IPSec tunnel, the CRL distribution points need
to be accessible only after tunnel connection is completed. Once the 1PSec tunnel
isup, NV C checks the CRL status of server certificate. If NV C detects that server
certificate is revoked or CRL Distribution Points are inaccessible, it tears down
the tunnel.
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For more information about certificate selections after they arein the MS CAPI,
see “ Creating an | PSec profile using Manage Profiles’ on page 33 or “Creating a
SSL profile using Manage Profiles’ on page 40.
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Viewing banners

Banners display security and notification messages. You can receive one of the
following types of banner messages:

e security banners
* Nortel Health Agent notify banners

To view abanner, click the Nortel VPN Client icon in the system tray, and choose
View Banners.

Security banners

A security banner displays a message that is pushed from the server when aVPN
tunnel is established, if the banner is configured on the server. All traffic to the
server is blocked until the user acknowledges the banner. You have three options:

» Accept/Close — allows traffic to flow and the dialog box closes

» Accept — dlowstraffic to flow, the security banner remains visible, and all
links are clickable

e Cancel — terminates the tunnel immediately

If you enable Dynamic Domain Name System (DNS) at the group level on the
server, the DNS registration to the assigned DNS server occurs after you accept
the security banner.

The security banner has atimeout. If you do not do anything, the connection
terminates after two minutes.

Nortel Health Agent Notify banner

If Nortel Health Agent checking is enabled on the server, the server periodically
checks for the existence of Nortel Health Agent Agent. If this check fails, the
server sends a message to the NV C. The contents of the message displaysin a

message box.

For more information about this banner, see Nortel VPN Router Configuration—
Tunnel Guard (NN46110-307).
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Using the third-party API

Thethird-party APl provides you with the ability to start, monitor and stop VPN
tunnels under a C/C++ program'’s control.

In this release you can use APl on Windows XP, Windows Vista and Windows 7
through both 32-bit and 64-bit systems. The 10.01 version and higher's API is not
backward compatible with earlier versions of API.

Table 9 “Third-party API files” on page 57 lists third-party APl 32-bit and 64-bit

files.

Table 9 Third-party API files

32-bit 64-bit Description

NvcApi.h NvcApi.h Defines the functions of the .dll files
NvcApi32.lib NvcApi64.lib | Library file

NvcApi32.dil NvcApi64.dil | Contains the functions.

You can use the following work flow whenever you are working with athird-party

API:

Start a VPN tunnel with NVCStart (LPWSTR commandline).

2 Monitor the tunnel by polling NV CTunnel Status() while performing whatever
other work is required.

3 Stop the VPN tunnel with NV CStop().
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Use the following information in Table 10 “API functions” on page 58 found in
the NvcApi.h fileto help you use the third-party API.

Table 10 API functions

Function

Synopsis

Arguments

Returns

NVCStart (LPWSTR
commandline)

Start a VPN tunnel
using the nvc.exe
client.

Long Pointer to Wide String
(LPWSTR) commandline —A
null-terminated string with the
command line options for nvc.exe. Do
not type the program name, for
example, nvc.exe. Type only the
command switches.

0 — Successfully started
tunnel.

—1 — Error starting nvc.exe.

other — Error starting tunnel.
Error code can be interpreted
by NV CGetErrorString()

NVCStop () Stops the VPN tunnel. | None —1— NVCisnot running.
0 — Success, stop command
isissued.

NVCTunnelStatus () | Returns the current None —1— NVCisnot running.

status of the VPN 0— Tunnel is DOWN.
tunnel. 1— Tunnel isUP.

NV CTunnel Stats Returns the tunnel statsBuffer — Pointsto a 0 — Success

(NVC_TUNNELST | current statistics. NVC_TUNNELSTATS structurethat | other — A Microsoft

ATS * statsBuffer) contains the current statistics. Window's RPC STATUS

The GetSystemTime() isthe UTC time | code.
when the system collects statistics.

Thetotal items are total numbers of

bytes and errorsthe VPN driver

processes from the VPN start time.

(total for al tunnels).

The conn items are the totals for the

latest tunnel connection. These items
aremirrored in the Nortel VPN Client
monitor.

NV CGetErrorString | Convertsan error code | int errorCode — The error code Positive value — Success

(int errorCode | returned by returned by NV CStart(). with string length.

LPWSTR NVCStart() toa LPWSTR errorString— A character | 0— String not available.

errorString | readable string. buffer where the error string is written

DWORD len) upon successfull completion of this

call.

DWORD len — The length, in bytes,
of the errorString buffer.
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Client control—Command line

This chapter tells you how to configure and control the Nortel VPN Client (NVC)
using DOS command lines instead of using the NVC GUI. You can create a
profile, start and stop the NV C, aswell asretrieving Help and banner information.

This chapter includes the following topics:

“Starting atunnel without a profile’ on page 60
“Starting atunnel with aprofile” on page 62
“Launching the NVC GUI” on page 64

“Stopping atunnel” on page 64

“Determining tunnel status’ on page 65

“Retrieving the tunnel banner” on page 67

“Retrieving command line help information” on page 67
“Retrieving NV C version information” on page 68
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Starting a tunnel without a profile

You can configure IPsec and SSL tunnels without profiles when you want to
create atunnel to connect to aVPN server.

To configure an |PSec tunnel without a profile, enter the following command:

nvc. exe {-ipsec} {-auth <authentication type>} {-serverip <server

i p>} {-user <usernanme>} [-pwd <password>] [-pwd2 <password2>] [-gid
<gid>] [-gpwd <group password>] [-pin <PIN>] [-code <tokenCode>]
[-al tnane <subj-alt-nane>] [-alttype <nunber>] [-s] [-fs]

[ - hi detrayicon]

Usethe information in Table 11 “Parameters for atunnel without a profile” on
page 60 to configure an 1PSec tunnel.

To configure a SSL tunnel without a profile, enter the following command:

nvc. exe {-ssl} {-auth <authentication type>} {serverip <server ip>}
{-serverport <server port>} [-proxyip <proxy ip>] [-proxyport
<proxy port>] [-usebrowserproxy] [-Ioginservice <l oginservice
nane>] {-user <usernane>} [-pwd <password>] [-pwd2 <password2>]
[-pin <PIN>] [-code <tokenCode>] [-altnane <subj-alt-nane>]
[-alttype <nunber>] [-s] [-fs] [-hidetrayicon]

Usethe information in Table 11 “Parameters for atunnel without a profile” on
page 60 to configure a SSL tunnel.

Table 11 Parameters for a tunnel without a profile

Switch Value Description
—ipsec none Optionally selects the tunnel type. If either typeis not
s stated, |PSec is the default.
-profile Profile name Specifies an optional preconfigured profile to use.
-userProfile —profile indicates a public profile to load.
—userProfile indicates a private or user profile to load.

-auth 0 or userpass Public or private logon

1 or challenge Challenge or response token card.

2 or securid Securld hardware token.

3 or grouppass Simple group ID, password with username, or password.
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Table 11 Parameters for a tunnel without a profile

Switch Value Description
4or Challenge or response software token.
challengeswtoken
5 or softid Securl D software token.
6 or loginservice Login Service name for SSL tunnel
9 or mscapi MSCAPI certificate.
10 or profile Authentication type comes from the specified profile.
—serverip Server nameor [P | Server name or | P address.
address.

—serverport Server port for sdl Server port number for the SSL tunnel.

connection

—proxyip Proxy |P address Proxy |P address.

—proxyport Proxy port Port number of the proxy server.

—usebrowserpro | None Collects proxy information from the browser.

Xy

—loginservice | Login service name | Login service name for SSL tunnel.

—user User name Username supplied by an administrator.

—pwd Password Password supplied by an administrator.

—pwd2 Password2 Second password for SSL tunnel.

—gid Group ID Group ID supplied by an administrator.

—gpwd Group password Group password supplied by an administrator.

—pin PIN PIN supplied by an administrator when you use
Response Only Hardware Token or Response Only
Software Token.

—code Token code Securl D uses the token code.

—atname Certificate — An aternate name of the certificate.

alternate name

—alttype Certificate — Alternate type of the certificate.

aternate type

-s None Runin full silent mode, where all popups are suppressed,
including the error messages,

—fs None Runin full silent mode, where all popups are suppressed,
including the error messages, as well as displaying the
banner. If —s and —fs occurs together, then —fs overrides
-S.

—hidetrayicon | None Hides the system tray.
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Starting a tunnel with a profile

You can configure IPSec and SSL tunnels with a profile when you want to create a
tunnel to connect to a VPN server. Parameters required for the tunnel creation are
collected from the profile name specified in the command line switch. At the same
time, you have the option to override parameters available in the profile by using
command line switches. You cannot override the tunnel type and authentication
typein profile based tunnels.

To configure atunnel with a profile, enter the following command:

nvc.exe {-profile <profile nane> | -userprofile <profile name>}
{-auth <authentication type>} [-serverip <server ip>] [-user
<username>] [-pwd <password>] [-pwd2 <password2>] [-gid <gid>]
[-gpwd <group password>] [-pin <PIN>] [-code <tokenCode>] [-altnane
<subj-alt-name>] [-alttype <nunber>] [-s] [-fs] [-hidetrayicon]

Use the information in Table 12 “ Parameters for a tunnel with a profile” on
page 62 to tunnel with a profile.

Table 12 Parameters for a tunnel with a profile

Switch Value Description
—profile Profile name Specifies an optional pre-configured profile to use.
—userProfile —profile indicates a public profile to load.
—userProfile indicates a private or user profile to load.
—auth 0 or userpass Public, private logon.
1 or challenge Challenge or response token card.
2 or securid Securld hardware token.
3 or grouppass Simple group 1D, password with username, password.
4or Challenge or response software token.
challengeswtoken
5 or softid Securl D software token.
6 or loginservice Login Service name for SSL tunnel.
9 or mscapi MSCAPI certificate.
10 or profile Authentication type comes from the specified profile.
—serverip Server nameor IP | Server name or | P address.
address.
—user User name Username supplied by an administrator.
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Table 12 Parameters for a tunnel with a profile

Switch Value Description

—pwd Password Password supplied by an administrator.

—pwd2 Password2 Second password for SSL tunnel.

—gid Group ID Group ID supplied by an administrator.

—gpwd Group password Group password supplied by an administrator.

—pin PIN PIN supplied by an administrator when you use
Response Only Hardware Token or Response Only
Software Token.

—code Token code SecurlD uses the token code.

—altname Certificate — An alternate name of the certificate.

aternate name

—alttype Certificate — Alternate type of the certificate.

aternate type

-s None Runin full silent mode, where all popups are suppressed,
including the error messages,

—fs None Runin full silent mode, where all popups are suppressed,
including the error messages, as well as displaying the
banner. If —s and —fs occurs together, then —fs overrides
_S

—hidetrayicon | None Hides the system tray.
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Stopping atunnel
You use the stop tunnel command to disconnect the current tunnel.

To stop atunnel, use the following command:
nvc. exe {-t]|-term nate}

Usetheinformation in Table 13 “Tunnel parameter for termination” on page 64 to
terminate the tunnel.

Table 13 Tunnel parameter for termination

Switch Value Description

—terminate None Terminate current tunnel.
—t

Launching the NVC GUI

You can use the command line to launch the NV C GUI aswell asto launch it with
aspecific profile.

To launch the NV C GUI, enter the following command:
nvc. exe
To launch the NV C GUI with a profile, enter the following command:

nvc. exe {-userprofile <profile name> |-profile <profile nane>} [-s]
[-fs] [-hidetrayicon]
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Use the information in Table 14 “ Parameters for launching the NVC GUI” on
page 65 to launch the NV C GUI.

Table 14 Parameters for launching the NVC GUI

Switch Value Description
—profile Profile name Specifies an optional preconfigured profile to use.
—userProfile —profile indicates a public profile to load.

—userProfile indicates a private or user profile to load.

-S None Runin full silent mode, where all popups are suppressed,
including the error messages,

—fs None Runin full silent mode, where all popups are suppressed,
including the error messages, as well as displaying the
banner. If —s and —fs occurs together, then —fs overrides
-S.

—hidetrayicon | None Hides the system tray.

Determining tunnel status

Use the tunnel status command whenever you need to view statistics about the
state of the tunnel that you are currently using.

To determine the state of atunnel status, enter the following command:
nvc. exe {-status}[-details][-stats]

Usethe information in Table 15 “ Tunnel parameters to determine status’ on
page 66 to determine the status of the tunnel.
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Table 15 Tunnel parameters to determine status

Switch

Value

Description

—status

None

Gives the current tunnel status— Active or No Tunnel
found

—details

None

Lists the following details about the tunnel:

Security — type of encryption and hash

IKE — version of Diffie-Helen group
Compression — type of compression
Destination IP Address

Assigned IP Address

IPsec NAT Traversal — active or inactive
Logging — level of logging or disabled
Mobility — enabled or disabled

Persistence— enabled or disabled

FIPS 140-2 Mode — type of mode or disabled

Keepalive Interval — milliseconds of wait time
before sending keepalive packets

Maximum retransmissions — milliseconds of

time between retransmisssions of Keepalives
after the keepalive wait time expires

—stats

None

Liststhe following tunnel statistics:

Tunnel active — active or no tunnel found
Duration — time the tunnel has been active

Bytes in — number of bytes entering in to the
NVC

Frames in — number of frames entering in to
the NVC

Bytes out — number of bytes going out of the
NVC

Frames out — number of frame going out of the
NVCt

Errors — number of errors.
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Retrieving the tunnel banner

View the tunnel banner on the tunnel.

To retrieve the tunnel banner, enter the following command:

nvc. exe {-banner}

Usetheinformation in Table 16 “ Tunnel parameter for banner” on page 67 to

retrieve the tunnel banner.

Table 16 Tunnel parameter for banner

Switch

Value

Description

—banner

Retrieves tunnel banner.

Retrieving command line help information

Use the retrieve command line help information command whenever you need to

access the help.

To retrieve command line help information, enter the following command:

nvc. exe {-h|-hel p}

Usethe information in Table 17 “ Tunnel parameter for retrieving command line
help information” on page 67 to retrieve command line help information.

Table 17 Tunnel parameter for retrieving command line help information

Switch

Value

Description

-h
—help

Retrieves the command line help information.
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Retrieving NVC version information

You need to know the current version of the NV C whenever you are upgrading to
avoid possible software conflicts.

To retrieve the current NV C version information, enter the following command:
nvc. exe {-v|-version}

Use the information in Table 18 “ Tunnel parameter for retrieving current NVC
version information” on page 68 to retrieve the current NV C version.

Table 18 Tunnel parameter for retrieving current NVC version information

Switch Value Description

—-version Retrieves the client version information
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